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TECHNICAL SPECIFICATION 221 

SAWCUT BITUMINOUS CONCRETE PAVEMENT 

 

221.1  SCOPE OF WORK 

 

This  technical  specification  covers  the  furnishing  of  all  labor, materials,  testing,  submittals, 

tools,  and  equipment  necessary  to  sawcut  bituminous  concrete  pavement  for  construction 

activities identified on the Contract Plans or as directed by the Engineer.  

 

221.2  MATERIALS 

 

Not applicable. 

 

221.3  SUBMITTALS 

 

Not applicable. 

 

221.4  CONSTRUCTION METHODS 

 

Work  under  this  item  shall  consist  of making  a  sawcut where  indicated  on  the  plans.    The 

sawcut shall be made with an approved power driven saw.  The joint shall be cut to a depth as 

to  allow  for  a  clean  finish  for  the  entire depth of  the  required  cut or  the  entire depth of  the 

existing pavement. 

 

221.5  MEASUREMENT 

 

Measurement  for  this  item will  be  based  on  the  number  of  linear  feet  of  cut made  by  an 

approved method to the lines delineated on the plans or as directed by the Engineer. 

 

221.6  PAYMENT  

 

Payment  for  this  item will  be  based  on  the  contract  unit  prices  per  Linear  Foot  for  Sawcut 

Bituminous Concrete Pavement, completed and accepted including all labor, materials, testing, 

submittals, tools, testing, and equipment necessary to complete the work as specified. 

 

PAY ITEM  PAY UNIT 

Sawcut Bituminous Concrete Pavement  L.F. 

 

 


